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MATERIAL LIST
QTYPART No.DescriptionITEM

1

2

3

AlertCast Panel AC-2448-XX 1

Stainless Screw Alert Screw 15

Penetrator Anchor PA-1 15

SUBJECT

TRUNCATED DOME, DETECTABLE
WARNING TACTILE SURFACE

877-232-6287

2'x 4' CAST IN PLACE replaceable
2.35" DOME SPACING

2-Dimension was 0.25"

1-Dimension was 0.625"10/12/11A AM

B 10/22/12 1-Added Dome dimension AM

B

SIDE VIEW

2.35

PLAN VIEW: 2-PANEL

0.75

SIDE VIEW: 2-PANEL

DETAIL A
(Field area micro-domes closeup)

DETAIL B
(VIEW ROTATED)
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UNDERSIDE VIEW
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20 Domes @ 2.35" nom. spacing
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PLAN VIEW

Detail A

Detail B

Fastener Location 
15 places
(see fastener detail)
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TYPICAL INTERIOR FASTENER DETAIL

#14 Square Drive Stainless x 1 1/2"

Penetrator Anchor
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TYPICAL PERIMETER FASTENER DETAIL

#14 Square Drive Stainless x 1 1/2"

Penetrator Anchor

1/8" concrete radius
around the tile
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